CHECKLIST FOR DISCOVERY RV
STARTING CHECKLIST
EXTERIOR CHECKS

1) INSIDE COACH
a) Batteries on.  Check levels in fresh water, grey water, black water and LP gas tanks.

b) Check steering wheel for excessive play.  Air brake set?  Ignition on.  All warning lights come on?  Transmission in neutral?
c) If slides extended:  Will slides clear obstacles inside coach?  Retract slides.  Retract jacks.
d) Turn ignition off.

e) Check HVAC & refrigerator.  Vents (kitchen & head) closed?  Coffee pot secure?
2) OUTSIDE FRONT OF COACH
a) Visually check antennas and leveling jacks.
b) Check windshield washer reservoir.
c) Check generator engine oil and coolant.  Start generator if desired.
3) ENGINE BAY
a) Check automatic transmission oil level.
b) Check intake-air restriction indicator (filter minder) (<25” H20).
c) Check coolant reservoir, hydraulic fluid and engine oil level.

d) Check radiator for clogging/damage.

e) Check fuel/water separator sight glass.  Drain any water.

4) TIRES
a) Remove tire covers

b) Check tires for pressure (gauge or thump), damage & wear, loose nuts.
5) LEFT SIDE OF COACH
a) Check left side of coach (slides retracted, storage doors and fuel door closed and locked).
b) Water, dump hose and electric cable stored?
6) ELECTRIC BAYS
a) Inspect inverter/charger, batteries, battery cables and chassis wiring.
b) Inspect engine, radiator and hoses for fuel, oil, or coolant leaks.  Check drive belts and chassis wiring.

7) RIGHT SIDE OF COACH
a) Check right side of coach (storage doors and fuel door closed and locked).  Awnings stored and locked?
Check LP gas tank bay.

b) STARTUP- ENGINE START
1) INSIDE COACH
a) Ignition on.  Transmission in neutral.  Air brake set.  
b) Start engine.  Check engine oil pressure gauge.  RPM to 1000 RPM.  
c) Air suspension to auto.  

d) Driving lights, fog lights and left turn signal on.
2) OUTSIDE COACH
a) Visually check driving, marker and fog lights and left turn signal.

b) Visually check left side and rear marker lights and left turn signal.
c) Visually check right side marker lights.

3) INSIDE COACH
a) High beam driving lights and right turn signal on, fog lights off.

4) OUTSIDE COACH
a) Visually check high beam driving lights and right turn signal front/rear.
5) INSIDE COACH
a) Driving lights on low beam.  Turn signals off.  Hazard lights on.
b) Check horn, windshield wipers, washer and defroster.

c) Check air pressure gauges.
6) OUTSIDE COACH
a) Check hazard lights.

b) Check automatic transmission oil level.  (Engine temp. = 160-200º F.)
7) INSIDE COACH
a) Check fuel level.

b) Release parking brake.  Engage transmission.  Test service brake.
SHUTDOWN
Transmission in neutral.  Parking brake on.  Idle at low idle for 3 minutes.
Ignition  off.  Dump air suspension.
OVERNITE:

a) Level coach and extend slides:  Ignition on.  Use jacks to level coach.  Will slides clear exterior obstacles?  Extend slides.
b) Entry step:  Open door.  Turn step switch and ignition off.

c) Connect utilities:

Water:  Run water.  Rinse connection.  Run water through hose.  Rinse hose connection.  Connect to coach.  Turn on water.

Electricity:  Check polarities and amperage.  Connect to coach.
STORAGE:

a) Turn off HVAC and refrigerator.  Open refrigerator.  Open vents (kitchen & head).
b) Turn off inverter, water heater, water pump, and batteries at panel.

c) Connect exterior electricity to coach.  Check connection & amperage at power panel.
